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9. Thread doubled cable (16A) through hole in roof (2) and fasten
roof to ceiling (3) with six #6x3//8 SMS (21). Flat C nuts can be

aligned using a small nail. Gable ends go on outside of ceiling (3).

10. Turn house on its side and remove tape from cable ends. Each
strand of cable must run straight down through the center of the
house. Attach looped cable end to one of the 10-24x1/2 RHMS (19)
already installed in the flat center plate (27) by removing the 10-
24 keps nut (24) which was previously installed loosely. Place the
looped cable end over the screw threads. Place the UHF clip (25)
over the loop with the “ears” down, reinstall the 10-24 keps nut
(24) and tighten. Be sure not to pinch or cut the cable loop with
the “ears” on the UHF clip (25).

11. Turn house back to an upright position. Hang doors (5) on 6-
32x18-5/8 tie rods (10), being careful not to force. Doors should

hinge freely and snap into floor clips.

12. Place rail assembly (11) around front of the house making sure 12
rivets of the rail spacer are to the outside. Slip one end of the cen- — 4
ter rail section inside rail clip until flush. Using the back of the kit \)f

wrench (17) push the top and the bottom rail section into clips as

shown.

13. Align rail spacers to “D” holes and using two each: 6-32x5/16
BHMS (18) and 6-32 keps nuts (22) fasten to floor. All screws and
nuts should be tightened throughout the house at this time.
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TGS Ground Socket Installation

Ground socket and hardware
is packed inside post box.

NOTE: TGS Ground Socket allows the pole and house to be moved to another
location without losing the bottom section post. Refer to Post Box Parts list
(page 2) to identify parts in drawing/photo below.

14. Assemble “B” tube clamps (U) as shown. Place assembly
over slotted end of TGS ground socket (T) and tighten just
enough to hold in position. W)

(X)

15. Slide post bottom section (S) into socket 18” and tighten

assembly securely.

16. Dig hole 8” diameter and 26” deep. Put 4” of coarse gravel
in bottom of hole. Place a ball of crumpled newspaper inside
lower end of socket to prevent concrete from sealing end. This

will allow any water to drain from inside post.

17. Place ground socket/post section assembly in center of
hole. Fill with concrete mix to just below slots in upper end of
the socket. This will require approximately 80 to 90 pounds of
mix. Use guy wires or rope to hold assembly in vertical posi-

tion while concrete sets.

18. After concrete has hardened, loosen clamps and slide post

section to bottom of socket. Re-tighten clamps securely.
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Post Installation
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installation of post.

Post top section (Q) is packed inside bottom
section (S) and MUST BE removed before

19. Install one 10-24 STS (26) in the upper hole provided in the
post bottom section (S). This hole is located 8-15/16” down from
the top of the bottom section post (S). This will aid in final assem-

bly of the post at a later time.

20. Slip safety clamp assembly (16B) onto top section post (Q) by
moving handle to a horizontal position and sliding onto post sec-
tion. The handle should be to the left side of the clamp assembly
(16B) and the printing should be on the right side of the handle.
Slide the safety clamp assembly (16B) approximately 18” up the
post and lock into place. Keeping the cables straight, slide the
house from the top down to rest on the safety clamp assembly
(16B).

21A. Work the cable loop into the pulley assembly (28) by rotating
one leg of the pulley assembly 90 degrees. Check to make sure the

cables are not crossed.

21B. Place this assembly over the post end and bolt in place using
1/4-20x2-1/4 HHB (39), two brass bushings (40) and 1/4-20
insert nut (35). At this time pull any extra slack out of the cable
that exists between the house and pulley by pulling on the end of
the cable protruding through the bottom of the floor. At all times

be sure the cable is centered in the pulley groove.
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22. Attach center section post (R) to top section post (Q) as shown.
Note alignment of crimped end of top section post (Q) and grooved

end of center section post (R).

22

23. Place 3/4 0.D.x5/16 1.D. aluminum washer (37) over stud at
top end of pulley assembly (28). Add roof cap and perch assembly
(9) followed by 3/4 0.D.x3/16 O.D. aluminum washer (29).
Secure in place by installing 10-24 keps nut (24). 23

W G A o

R)
24. To safely lift and install house, two people are recommended. = :
Lower house to within two feet of the bottom end of the center sec- = =
tion post (R). This will provide the lowest center of gravity. Lift | ]
house and upper post sections to vertical position. Slide bottom ; ;
end of center section post (R) into top end of bottom section post
(S) until it rests on the screw. Rotate upper post sections and
house until pulley groove is in line with clamp assembly that 2 ° S
secures center section post (R) to bottom section post (S). Tighten | e—
nuts on clamp assembly. ° o o

24 —O)
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25. Remove two 1/4-20 keps nuts (42) and clamp from winch
assembly (16). Install winch assembly (16) 1/2” above clamp
assembly that secures bottom section post (S) to center section
post (R) and at right angle on the right side of the post. Reinstall
clamp and 1/4-20 keps nuts (42). Loose end of winch cable should

be directly over winch. If it is not, rotate house until it is.

SWILSAS NILIVW

26. Insert cable through hole in winch and secure in place using
#10 flat washer, #10 lock washer and wing nut from winch assem-
bly. Turn winch handle clockwise until all slack is out of cable.
Adjust wing nut on winch brake cable until house will not fall

unless the winch handle is turned counterclockwise.

To reduce tampering with installation, pawl and
winch case can be fastened together through holes
provided. If this is desired, use bolt and nut, wire
or padlock for this purpose.
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27. Install eight floor trays (12) in outside compartments and four

center floor trays (13) in center compartments.

28. Use winter door stops (14) to close house during winter months.
Leave door stops in place until time for purple martins to arrive to
prevent earlier arrival of other species such as tree swallows and

bluebirds from claiming the house in their territory.

To install door stops: remove door, place door stop upside down on
a flat surface and press door onto the door stop, as shown below.

Then rehang door on rod in martin house.

For replacement parts or accessories call toll-free 877-833-2478 or 800-255-2692:

/M Nature House products by
Coure Houss  ERVA TOOL & MFG CO INC
Bringing the benefits of nature to your house 3100 W GRAND AVE, CHICAGO IL 60622'4324

Phone 800-342-3782 E-mail <ervatool @sbcglobal.net> Fax 800-342-3781

Nature House — bringing the benefits of nature to your house



