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P 13. Loosen wing nut on winch drum, thread cable end

through either hole in drum face from inside of drum. Wind

cable around stud, between plate washer and round washer,

and tighten wing nut. Cable end should be at least 1/2”

beyond washers. Slack cable can be wound onto drum by

turning winch handle in clockwise direction. DO NOT RAISE

HOUSE YET!

Two safety features are designed into the winch. First, a

brake mechanism to carry the weight of the house and, sec-

ond, a ratchet and pawl to hold weight of house. The pawl

lever is on upper left of winch. In operation, it is necessary

to disengage pawl to lower house. To adjust brake, tighten

spring tension by turning wing nut on lower right in clock-

wise direction until brake will hold weight of house. Raise

house an inch or two and release pawl. If house slips down,

tighten brake further.

Floor trays [12] can now be placed
in house. Flanges on sides of floor
trays go down.

Use winter door stops [10] to close house during winter months. To
install door stops, remove door, place door stop upside down on a flat
surface and press door onto door stop then rehang door. 

To reduce tampering with installation, pawl and winch case can be fastened together through

holes provided. If this is desired, use bolt and nut, wire or padlock for this purpose.

CABLE SHOULD BE CHECKED YEARLY AND REPLACED IF WORN. 

For replacement parts or accessories call toll-free 877-833-2478 or 800-255-2692
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