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13. Install house tube [U] through house and U-bolts. Tighten nuts with slotted end of tube

two inches above ceiling and with slots at 90° to cable hole in ceiling as shown. This assembly

should be quite tight but care must be taken not to distort house tube. Make sure that 1-

1/2”x74” post center section [R] slips into house tube freely. The notch in house tube, when

installation is complete, engages with a pin below pulley on 1-1/2”x74” post top section [Q] and

limits the height to its proper position and prevents the house from turning on pole.

14. Starting with two roof sections [2] and using twelve

6-32x5/16 PHMS [21] and twelve 6-32 acorn nuts [25],

attach six roof sections to each other as shown. Head

of screw should be on outside and acorn nut on inside

of smaller section. Do not tighten at this time.

15. Place finial [8] over roof peak and using six #6 SMS

[24] fasten in place. Tighten all screws on roof. Roof is

not attached to house until Step P9.
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GS 1. Assemble tube clamps [2] as shown. Start 1/4-20 keps

nuts [3] but do not tighten. Place assembly over slotted end of

MPS galvanized tube [1] and tighten nuts until snug. 

GS 2. Insert 1/4-20x2-1/4 HH bolt [5] in hole near bottom of

2”O.D.x30” long galvanized tube [1]. Place 1/4-20 keps nut [3]

on end of 1/4-20x2-1/4 HH bolt [5] and tighten. 

GS 3. Slide post bottom section (S) into ground socket 24” and

tighten 1/4-20 keps nuts [3] until post section is secure.

GS 4. Dig hole 8” diameter and 34” deep. Put coarse gravel in

bottom of hole until top of ground socket is to ground level [30”]. 

GS 5. Place crumpled newspaper inside lower end of socket to

prevent concrete from sealing post. This will allow any water

to drain from inside post.

GS 6. Place ground socket/post section assembly in center of

hole. Fill with concrete mix to just below slots in upper end of

the socket [approx. 4” from ground surface]. This will require

approximately 80 to 90 pounds of mix. Use guy wires or rope

to hold assembly in vertical position while concrete sets. 

BE SURE to allow sufficient clearance above concrete to

use wrench on clamp.

GS 7. After concrete has hardened, loosen clamps and slide

post section to bottom of socket. Re-tighten clamps securely.

MPS Ground Socket Installation
Ground socket allows the pole and house to be moved to another

location without losing the post bottom section. 

Please use “Product Code #” when ordering replacement parts

Ground socket

and hardware is

packed inside

post box.
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HARDWARE PACKED IN POST BOX WITH MPS

Item
1
2
3
4
5

Product
Code #

27860
20413
42550
30053
32003

Qty
1
2
3
2
1

Description 
2”O.D.x30” long galvanized tube
Tube clamps
1/4-20 keps nuts
1/4-20x1-1/4 carriage bolts
1/4-20x2-1/4 hex head (HH) bolt

5   [2-1/4”]

1
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P 1. Assemble clamps as shown using 1/4-20 keps nuts [A], 1/4-

20x3/4 carriage bolts [C], “B” clamps [K], 1-3/4 clamps [L], and

links [M]. Place 1-3/4 clamps [L] over top end of post bottom sec-

tion [S]. Top is end with four rings. Tighten nuts on 1-3/4 clamps

[L] securely. Leave “B” clamp [K] nuts loose.

P 2. As safety clamp [BB] will be used in assembly, adjust at this

time. Slide clamp over either end of center post section [R]. Adjust

by tightening nut with handle

against post until snug. Handle is

down when nut is adjusted and to

right side of pole. Raise and lower

handle a few time. 

P 3. If handle is not locking tight,

turn nut 1/2 turn tighter; if too

tight, loosen 1/2 turn. Raising

handle will release clamp. Remove from post. When installation is complet-

ed, this clamp is an added safety feature and should be positioned just

above head height. As house is lowered, clamp is loosened and lowered also.

P 6. Slip center post section [R] into top post section [Q] as shown. Post

should be assembled on a level surface such as a sidewalk or lawn. Turn

post sections until holes in splice are in accurate alignment through

post; then tap 1/4x1-1/2 split pin [I] through post until flush.

NOTE: This pre-alignment is essential and pin should drive through

assembly with ease.

Post Installation Instructions

P 4. Using the 1/4-20x2 HH bolt [W] and 1/4-20 insert nut [V], bolt pulley end 
assembly [X] to post top section [Q] as shown. Tighten nut until secure.

P 5. Install 1/4x2 split pin [H] in second

hole below pulley in post top section [Q].

Drive pin through post until centered.
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P 7. With post assembly supported in a horizontal position, slide

martin house over post from lower end. Slip safety clamp over post

and lock into position 18-1/2 inches from bottom end of post to

lower edge of clamp. Note: In order to support post, it is suggest-

ed that two chairs be used.

The safety clamp was designed for the user’s protection. Always

keep the safety clamp above your head when making installa-

tion, raising or lowering of house.

P 8. Thread cable over pulley at top end of post. Insert through

cable tube and from bottom of house pull cable until slack has

been taken up. Make sure cable is not twisted above house.

P 9. Slip roof over top end of post and fasten to house using six #6

sheet metal screws [24] and six #4 external tube lock washers (26).

Note that flange on roof is located over flat C nut [14] on ceiling tab

and screw is installed at an upward angle.
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P 10. Place 5/16 star washer [Y] over threaded

stud above pulley, then add perch assembly

[11]. Fasten in place using 10-24 keps nut [B].

(Refer to exploded view on page 6.)

P 11. House is ready to install in bottom post section [S]. It

is best to use two people on this phase of the installa-

tion. Pick the house and post assembly up and with post in

vertical position insert into the bottom post. Allow assembly

to rest on safety clamp (installed at Step P 7) and tighten

nuts on “B” clamp [K].

NATURE HOUSE MARTIN SAFETY SYSTEMS

ARE THE ONLY MARTIN HOUSES OFFERED

WITH SAFETY FEATURES FOR THE USER’S

PROTECTION.

P 12. Release safety clamp and raise clamp and house man-

ually a few inches so that winch can be installed. Re-lock

clamp.

Winch [AA] is attached to center post section [R] just above

“B” clamp [K]. Use 1-1/2 “B” clamp modified [N] and two

1/4-20 keps nuts [A].

Note: Label on winch case cover should be to the right.

Align winch drum under cable hole in bottom of house and

with pulley. (Cable will be parallel to post.) Again, check

cable to make sure it is free.

Winch Drum
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P 13. Loosen wing nut on winch drum, thread cable end

through either hole in drum face from inside of drum. Wind

cable around stud, between plate washer and round washer,

and tighten wing nut. Cable end should be at least 1/2”

beyond washers. Slack cable can be wound onto drum by

turning winch handle in clockwise direction. DO NOT RAISE

HOUSE YET!

Two safety features are designed into the winch. First, a

brake mechanism to carry the weight of the house and, sec-

ond, a ratchet and pawl to hold weight of house. The pawl

lever is on upper left of winch. In operation, it is necessary

to disengage pawl to lower house. To adjust brake, tighten

spring tension by turning wing nut on lower right in clock-

wise direction until brake will hold weight of house. Raise

house an inch or two and release pawl. If house slips down,

tighten brake further.

Floor trays [12] can now be placed
in house. Flanges on sides of floor
trays go down.

Use winter door stops [10] to close house during winter months. To
install door stops, remove door, place door stop upside down on a flat
surface and press door onto door stop then rehang door. 

To reduce tampering with installation, pawl and winch case can be fastened together through

holes provided. If this is desired, use bolt and nut, wire or padlock for this purpose.

CABLE SHOULD BE CHECKED YEARLY AND REPLACED IF WORN. 

For replacement parts or accessories call toll-free 877-833-2478 or 800-255-2692

Nature House products by
ERVA TOOL & MFG CO INC

3100 W GRAND AVE, CHICAGO IL 60622-4324
Phone 800-342-3782          E-mail <ervatool@sbcglobal.net>          Fax 800-342-3781

Nature House — bringing the benefits of nature to your house


